
Recommand PCB Layout

SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 2A, AC, DC
Withstanding Voltage: 1000V AC/minute
Insulation resistance:1000MΩ min
Temperature range: -25°C~+85°C
(Including temperature rise in applying
  electrical current)
Applicable PC board thickness:
  0.031"-0.063"(0.8mm-1.6mm)
Contack resistance: Initial Value/20m Ω max
After environmental testing/20mΩ max

WAFER
Part No.:P2000WR
Poles:01-40
Material:Contact:Brass,Gold plated
         Base:PBT UL94V-0
Q'ty: 1000 pcs/bag
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mm B1∶1

2.0 mm Crimp Style Connectors

P2000WR-1xXX
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SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC
Withstanding Voltage: 650V AC/minute
Insulation resistance:1000MΩmin
Temperature range: -25°C~+85°C
Contact resistance: Intial value/10mΩmax
After enviornmental testing/20mΩmax

WAFER
Part No.: P2002WV
Poles : 01-40
Material: PBT UL94V-0
Q'ty: 1000pcs/bag

mm B1∶1

2.0 mm Crimp Style Connectors

P2002WV-1*XX
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